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Roofing sealing tape 
 

 

Self-adhesive bituminous waterproofing tape protected with 

aluminium film. Strong adhesive power makes it ideal for 

sealing, waterproofing and protecting any surface. Balanced 

mix of several synthetic rubbers and bitumen provides a 

permanent bonding on several materials such as concrete, 

stone and metals. The tape is very flexible and it adheres 

directly on dry and flat substrates. 

 

 

BENEFITS:  

- Versatile and easy to use - cold application in a simple and quick way just after removing 

the silicone release film, no special tools are required. 

- Excellent weather resistance- special aluminium metal film protects the compound from 

ageing caused by all factors that could compromise integrity: gas, light and UV rays. 

Correctly applied, product offers long-lasting repair and waterproofing. 

- Good initial tack and strong seal – product features anti-tear metal film that makes them 

particularly sturdy. Besides its auto-adhesive properties, the bituminous compound is self-

sealing. In case of small tears or accidental holes, the tape seals itself and remains 

waterproof. 

- Great adhesion to metals, wood, marble, ceramic, concrete, stone, and some plastic types. 

- Available different colours ensure great aesthetic result. 

TYPICAL APPLICATION 

Excellent for industrial and home building, building renovation, restoration, prefabrication and DIY 

applications. Thanks to its soundproof qualities it is also used in the automotive and mechanical 

engineering industries and for manufacturing household appliances. 

 

Main applications: 

 

- protection and repair of various types of roofs (metal, plastic, asbestos cement) 

- sealing frames and skylights, parapets, glass and plastic structures 

- sealing concrete seams, covering openings between window-frames and wall 

- Sealing of ceramic tiles, concrete, bituminous, etc. 

- repairing tiles, gutters, metal pipes, metal plate or asbestos cement roofs 
- Waterproofing of the joints of sloping skirts with vertical walls. 

- roof-wall joints in buildings and all others seams where a water- and airtight barrier is 

required 
- waterproof and moistureproof barrier in building-constructions 
- secondary moisture barrier under glass or metal fronts 
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TECHNICAL DATA 

Adhering film mix of synthetic rubbers end bitumen on a strong carrier 

Carrier crosslaminated HDPE and aluminum foil 

Backing PE foil 

Standard thickness in total 1,5mm 

Thickness Aluminium 0,04mm 

Initial tack immediately 

Bonding maximum after 24hours 

Tensile strength 4,5kN/m 

Solids 100% 

Water penetration 0.3gr/m2 (24hours/1 bar) 

Water vapour resistance sd >1500 m 

Application temperature > 5°C 

Service resistance -30°C to +85°C 

U.V. Resistance resistant 

Standard length 10m 

Standard width 10cm, 30cm 

Other widths, lengths and thicknesses are available on request 

APPLICATION INSTRUCTION 

Preparation - No special tools are required to install roofing sealing tape, just a sharp knife and a 

pressing roller. Surfaces must be clean and free of moisture and foreign contamination - a remote 

trace of moisture will seriously affect adhesion. Choose the most suitable width and colour of metal 

finish of the tape. 

 

Application - Unroll the tape until the desired lenght is reached. Remove the silicone release film 

that covers the adhesive compound and position tape. Press with a roller or a cloth pad. In case of 

overlapping, at least 5 cm is recommended. 

mailto:info@quilosa.es
http://www.quilosa.com/


 

AQUA PROTECT 

RS TAPE 

 

Technical Data 

Sheet 

05/2021 

 

“The information contained herein is offered in good faith based on Selena’s research and is believed to be accurate. However, because conditions and 
methods of use of our products are beyond our control, this information shall not be used in substitution for customer’s tests to ensure that Selena’s products 
are fully satisfactory for your specific applications. Selena’s sole warranty is that the product will meet its current sales specifications. Your exclusive remedy 
for breach of such warranty is limited to refund of purchase price or replacement of any product shown to be other than as warranted. Selena FM S.A. 
specifically disclaims any other expressed or implied warranty of fitness for a particular purpose or merchantability. Selena disclaims liability for any incidental 
or consequential damages. Suggestions of use shall not be taken as inducements to infringe any patent. 

Technical indications and data appearing in this brochure are based on our current knowledge and experience and we decline all responsability for 
consequences derived from inadequate use. Therefore, our guarantee is limited exclusively to the quality of the product supplied. This technical information 
can be modified without notice. If necessary request it periodically.” 
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LOGISTIC INFORMATION 
 
The rolls are individually packed in shrink-wrap, placed in boxes and packed on pallets. 
 

EAN Brand Colour Size 
pcs. / 

box 

8411729108199 AQUAPROTECT Black 10cm x 10m 1 box = 3 pcs. 

8411729021887 AQUAPROTECT Aluminium 10cm x 10m 1 box = 3 pcs. 

8411729491895 AQUAPROTECT Terracota Red 10cm x 10m 1 box = 3 pcs. 

8411729124359 AQUAPROTECT Black 30cm x 10m 1 box = 1 pcs. 

8411729108274 AQUAPROTECT Aluminium 30cm x 10m 1 box = 1 pcs. 

8411729108434 AQUAPROTECT Terracota Red 30cm x 10m 1 box = 1 pcs. 

 

Warranted shelf life is 2 years from the manufacturing date when stored in a dry and covered place in 

temperature from +5oC to +35oC. Not affected by frost. 

 

SAFETY AND HEALTH PRECAUTIONS 

 

Not hazardous for normal uses and when used by skilled users. Keep out of reach of children.  

For further information refer to the Material Safety Data Sheet. 
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